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American Petroleum Institute (API), 1220 L Street NW, Washington DC
20005

API Specification 5L, Specification for Line Pipe
API Specification 12P, Specification for Fiberglass Reinforced Plastic Tanks
API Standard 570, Inspection, Repair, Alternation, and Rerating of In-Service
Piping Systems
API Standard 650, Welded Steel Tanks for Oil Storage
API Recommended Practice 651, Cathodic Protection of Aboveground Petroleum
Storage Tanks
API Recommended Practice 652, Lining of Aboveground Petroleum Storage
Tank Bottoms
API Standard 653, Tank Inspection, Repair, Alteration, and Reconstruction
API Recommended Practice 1004, Bottom Loading and Vapor Recovery for MC-
306 Tank Motor Vehicles
API Recommended Practice 1110, Pressure Testing of Liquid Petroleum
Pipelines
API Publication 1500, Storage and Handling of Aviation Fuels at Airports
API Publication 1529, Aviation Fueling Hose
API Publication 1581, Specifications and Qualification Procedures for Aviation
Test Fuel Filter/Separators
API Recommended Practice 1626, Storing and Handling Ethanol and Gasoline-
Ethanol Blends at Distribution Terminals and Service Stations
API Recommended Practice 1627, Storage and Handling of Gasoline-
Methanol/Cosolvent Blends at Distribution Terminals and Service Stations
API Publication 1637, Using the API Color Symbol System to Mark Equipment
and Vehicles for Product Identification at Service Stations and Distribution
Terminals
API Publication 1638, Waste Management Practices for Petroleum Marketing
Facilities
API Standard 2015, Cleaning Petroleum Storage Tanks
API Recommended Practice 2350, Overfill Protection for Storage Tanks in
Petroleum Facilities,
API Bulletin 2516, Evaporation Loss from Low-Pressure Tanks
API Publication 2517, Evaporative Loss from External Floating-Roof Tanks
API Publication 2518, Manual of Petroleum Measurement Standards Chapter 19
- Evaporative Loss Measurement - Section 1
API Publication 2519, Evaporation Loss from Internal Floating-Roof Tanks
API Standard 2610, Design, Construction, Operation, Maintenance and
Inspection of Terminal and Tank Facilities
API Publication 4602, Minimization, Handling, Treatment and Disposal of
Petroleum Terminal Waste Waters
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Illuminating Engineering Society of North America (IESNA), 120 Wall St, Fl
17th New York, NY  10005

HB-93-IESNA Lighting Handbook

NACE International, P.O.Box 218340, Houston, Texas 77218-8340
NACE International, Standard RP-0169-96, Control of External Corrosion on
Underground or Submerged Metallic Piping Systems

National Fire Protection Association (NFPA), 1 Batterymarch Park, P.O.Box
9101, Quincy, Massachusetts  02269-9101

NFPA 30, Flammable and Combustible Liquids Code
NFPA 30A, Automotive and Marine Service Station Code
NFPA 31 Standard for the Installation of Oil-Burning Equipment

Petroleum Equipment Institute, (PEI) P.O. Box 2380,Tulsa, Oklahoma,
74101-2380

PEI RP200-99 Recommended Practices for Installation of Aboveground Storage
Systems for Motor Vehicle Fueling.

Steel Tank Institute, (STI) 570 Oakwood Rd, Lake Zurich, Illinois, 60047.

STI F911-98, Standard for Diked Aboveground Storage Tanks (DAST)
STI F921-99, Standard for Aboveground Tanks with Integral Secondary
Containment.
STI SP001-00, Standard for Inspection of In-service Shop Fabricated
Aboveground Tanks for Storage of Combustible and Flammable Liquids


